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HYDROBLOC SI-742-K AQUA

Water-based liquid siloxane for water-repellent

surface treatment.

HydroBloc Si-742-K aqua is a water-based impregnation for the water-repellent treatment of mineral surfaces. The silane
compound can be diluted with water. The reactive silane bonds with the building material and reduces water absorption
without forming a film. HydroBloc Si-742-K aqua is suitable for concrete, sand-lime brick, brick, aerated concrete and natural
stone. The impregnation is resistant to air pollution and does not impair water vapour permeability. Treated surfaces are
water-repellent.

HYDROBLOC SI-742-K AQUA

BENEFIT APPLICATION INSTALLATION ACCESSORIE PRODUCT INFO
Naturally Alkaline Hydrophobisation Flood Sllex Fluat 944 REFERENCES
Less Favourable Surface Protection Surface Cleaning Agents

Conditions for Mould

Growth

Highly Vapour-

Permeable

Helps Regulate

Moisture


https://www.arcan-waterproofing.com/application-type/surface-hydropobisation/
https://www.arcan-waterproofing.com/application-type/surface-hydropobisation/
https://www.arcan-waterproofing.com/our-products/silexfluat-944-building-fluat-highly-efficient/
https://www.arcan-waterproofing.com/products_type/surface-cleaner-remove-green-coating-oil-dirt/
https://www.arcan-waterproofing.com/news-and-references/
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